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Clamps and hole saws 

The clamp is the part of the NoTap method which is ýtted to the pipe. The clamps are available in 
two versions (S1 and K1), with and without non-return valves. Type K1 clamps do not have a non-
return valve and are used for bigger connections than type S1. A ball valve is mounted on the clamp 
and connected to an additional pipe. The ball valve must be a 1ò female thread valve with a free 
opening of at least 25 mm. The overall length of the ball valve must be between 67 and 78 mm.

The pipe is drilled using a 19 or 24 mm hole saw. The 19 mm diame-
ter hole saw can be used to cut copper pipe in sizes from 28 mm and 
up and the iron pipe in sizes from DN 20 and up. The 24 mm diame-
ter hole saw can be used to cut copper pipe in sizes from 42 mm and 
up and iron pipe in sizes from DN 32 and up.

K1 clamp, technical specifications:

Dimensions:		  DN 20 - DN 150
Opening:		  19 or 24 mm diameter.
Max. system pressure:	 16 bar
Max. temperature:	 +95ÁC
Min. temperature:	 -10ÁC
Media:		  Potable water, heating, cooling systems 
		  (glycol or salt-water based refrigerants) 
		  and  compressed air systems. 
		  Please contact us regarding other applica-

tions.
Pipe material:		  All types of metal (copper, 


